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G4

W1

W0 W0

W5

G3L1 G2L2

G1

K1
K

NH18-125 、 250 、 400 、 630 (mm)

NH18-125

L1

140

157

255NH18-400 NH18-630

L2 H0 H1

243

373

482

72

82

109

79

88

113

d

5.5

5.5

6.5

W5

24.5

26.5

51.5

W2

120

140

185

W1

90

105

140

W0

30

35

45

G5

98

110

G4

46

47.5

87

G3

66.5

75.5

114

G2

112

125

200

G1

56

62.5

100

K2

60

70

90

K1

30

35

45

K

15

17.5

22.5

H4

17.5

20

24

H3

18.5

22

26

H2

108

126

168

Mounting dimensions of fixed type

Phase barrier

2x   d

NH18-250

NH18 Switch Disconnector 
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Cables terminals

Please Note:Electrical equipment should be installed,operated,serviced,and maintained only
by qualified personnel.No responsibility is assumed by Chint for any consequences arising
out of the use of this material.
A qualified person is one who has skills and knowledge related to the construction and 

recognize and avoid the hazards involved.
operation of electrical equipment and its installation,and has received safety trainning to 

Tools:

2(M5x65)

4(M5x65)

2(M5x75)

4(M5x75)

4(M5x90)

6(M5x90)

NH18-125

NH18-250

NH18-630
NH18-400

6(M6x16)

8(M6x16)

6(M8x20)

8(M8x20)

6(M10x30)

8(M10x30)

3P

4P

3P

4P

3P

4P

 
Torque
(N.m)

   3

   3

   3

Torque
(N.m)

  6

  11

  40

H4

H0

H1

H2

H3

G5

W0 W0 W0

K

G1

K2

W2

L2 L1 G2

4 x   d
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The operation of the switch disconnector

ON 

OFF 
Tripping

Test button

ON

click

reset 

Warning: Forbidden wet hand 
to operate the switch disconnector

C2

35

35

35

35

35

35

35

35

35

C1

35

35

35

35

35

35

35

35

35

C2

30

30

30

30

30

30

30

30

30

C1

30

30

30

30

30

30

30

30

30

white or colored
metal plate(mm)

Insulation plate or insulation
connection terminal(mm)B

5

10

20

5

10

20

5

10

20

A

0

Ue(V)

NH18-125

NH18-400 NH18-630

NH18 
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A

B

C1
C2

LINE

LOAD

LOAD

LINE

Modes of down-lead
Upper     Lower 

NH18-250

≥600

≤440

＜600

≥600

≤440

＜600

≥600

≤440

＜600
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0.8N m

500V,extended terminal cover
should be mounted.

(Ue 500V)

a(mm) b(mm) c(mm) d(mm) e(mm)

25

15 

32 

8.5 

8 

15 

(7 b 10)

(10 b 12)

(10 b 15)

5 

4 

8 

NH18-125

NH18-250

NH18-630

NH18-400

6.5

8.5

10.5

a

b
c d

e

d

c

e

NH18-125 、 250 、 400 、 630

Modes of connection
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f

 

Phase barrier

 6

11

40

f(N     m)

Please check the torque of the connect screw regularly
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30

66 39
30

8

30

66
57

5

39
.2

40
.5

14.5

25
.5

NH18-125

NH18-250

NH18-400、630

Front connection plate (mm)

630

2x185

2x40x5

500

2x150

2x30x5

400

240

315

185

250

120

180
200
225

95

160

70

125

50

100

35

80

25

63

16

40
50

10

32

6

25

4

16
20

2.5

Rated Current
(A)

Copper bars

Conductors cross 
  sectional

(mm) 2

Normal cross-sectional area of the copper/aluminum conductor
 

NH18-400、630

60
302236

26
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15
13

30N     m 10N     m

35
18

30N     m

13

22

NH18-250

15

10N     m

NH18-125

Cage clamp terminal

35N     m
35N     m15N     m

88

4

20



Under-Voltage Release
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Auxiliary Contact

Alarm Contact

Shunt Release

AX

AL

SHT

UVR

AX

AL

AX

SHT/UVR

0.8N     m

click

click

2N    m

NH18 Accessories & Installation

Press the test-button when installing
 the SHT and UVR

Make sure the surface of release
is aligned with the cover 

0.8N     m
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Connection of bare cable

b(mm)

66 

 65

57 

a(mm)

110 

 125 

97 NH18-125

NH18-250

Rear Connection 

a

b

0.8N     m

NH18-125 NH18-250

12N     m8N     m

NH18-400

NH18-630

5

 8

 20 

c(N  m)

c




