
�� Robust polycarbonate 
enclosure

�� Screw covers provided to hide 
fixings and maintain IP rating

�� Drain-hole cutout to prevent�
condensation build up

�� Approved to BSEN standards

�� 20mm knockouts on all sides 
and 20mm cutout on rear

�� Earth terminal in back box

C H I N T  E U R O P E  ( U K )  L T D

IP66

Weatherproof
Wiring 
Accessories 



SWP Series BSEN

SWP SERIES – SWITCHES

CAT. NO. DESCRIPTION 

SWP3012 20A 1 Gang 2 Way Switch with Neon (IP66)

SWP3022 20A 2 Gang 2 Way Switch with Neon (IP66)

SWP301D 20A 1 Gang Double Pole Switch with Neon (IP66)

SWP4012 20A 1 Gang 2 Way Momentary Switch with Neon (IP66)

SWP SERIES – SOCKETS & SPURS

CAT. NO. DESCRIPTION 

SWP4090 13A 1 Gang Double Pole Switched Socket (IP66)

SWP4090-
RCD

13A 1 Gang Double Pole Switched 30mA RCD Socket 
(IP66)

SWP4100 13A 2 Gang Double Pole Switched Socket (IP66)

SWP4100-
RCD

13A 2 Gang Double Pole Switched 30mA RCD Socket 
(IP66)

SWP4191 13A Switched Fused Spur Unit with Neon (IP66)

SWP SERIES – EMPTY ENCLOSURES

CAT. NO. DESCRIPTION 

SWP8613 1 Gang Enclosure (IP66)

SWP8623 2 Gang Enclosure (IP66)

IP66 WIRING ACCESSORIES

SWP3022 SWP4012

SWP4090 SWP4100 SWP4191

SWP8613 (closed)

SWP8623 (closed)

SWP8613 (open)

SWP8623 (open)

SWP3012/SWP301D

Ideal for garden lighting

•	 Hinged front cover
•	 Easy to open clip

•	 Padlockable to control access

•	 BS EN 60669-1

Adjustable Neon Indicator
•	 Power Mode	 Neon is lit when the switch has POWER
•	 Switch Mode	 Neon is lit when the switch is turned ON
•	 Locator Mode	Neon is lit when the switch is turned OFF
Neon can be disconnected completely to speed up insulation testing.

•	 BS 1363
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