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2. Technical data

NU6-IIGX 

Surge Arrester 

1. General

1.1 Certificates: international certificates are under proceeding; 

1.2 Number of pole: 1P+N

1.3 Electric ratings: 230V, AC50/60Hz; 

1.4 Application: Protect electric system and on-loading 

electrical  apparatus from lightning and instantaneous over-

voltage; 

1.5 Standard: IEC/EN 61643-11 

3. Use conditions

a. The voltage should be ≤Uc;
b. Up ＜ maximum impulse withstands;.

Model
Max.continuous Operational
Voltage Uc(V)

Level of protection
Up(kV)

Maximum discharge 
current  Imax (8/20µs)(kA)

Nominal discharge

current In (8/20μs) (kA)

NU6- Ⅱ GX(/F)

275(L-N) 1.5 40 20

255(NPE) 1.5 2040

External

disconnector

Fuse 125A
gL/gG

—

Parameters Values

Altitude ≤ 2000m

Pollution level Level 2

Installation category Class II, Class III 

Working temperature Normal range -5℃~+40℃

Humidity 5%~95%

Protection level IP20
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4.1 The product is composed of two independent components:  
removable protective module 4 and base 2; 

4.2 When the product is damaged, the part 3 will indicate;  
please replace the removable protective module 4 at  once and 
there is no need to cutoff the circuits; 

4.3 The part 1 is for maximum continuous operational  
voltage indication as well as avoiding replacement with  
wrong module. 

4. Functions

5. Overall and mounting dimensions (mm)

Chint Europe (UK) Ltd. Units 9-11 Spark Business Park Hamilton Road Stockport SK1 2AE     T: 0161 7629333 E: sales@chint.co.uk W: chint.co.uk




